
EEZI-TWIN-VFI12-40B
2 x 2.2kW 220V Variable Speed Twin Booster Pump Set

Overview
The EEZI-TWIN-VFI12-40B is a complete 220V twin VSD
booster system suited to residential and commercial
clean-water pressure boosting. It offers duty and
assist operation, with the second pump assisting during
high flow demand.

Key Features
• Twin variable speed pump control for constant pressure and
lower energy usage.
• Second pump assists automatically during high demand.
• Compact pre-set pump set on base plate for straightforward
installation.
• Stainless steel multi-stage wet-end construction for
clean-water booster systems.
• Designed for commercial, residential and high-demand water
pressure applications.

Performance Curve - Single vs Twin

Model Specifications

Power 2 x 2.2kW

Input Voltage 220V, Single Phase

Max Rated Head 47m

Min Rated Head 27.5m

Rated Flow Range 8-32 m3/h

Duty Example 32 m3/h @ 2.7 bar

Manifold Size 2 inch inlet/outlet

Supply Complete base-plate pump set

Complete Twin Pump Set

Supplied complete on base plate with stainless steel
manifolds, stainless steel shut-off valves and stainless
steel wet-end construction from pump inlet to outlet.

Duty & Assist Operation
• Lead pump handles normal demand; assist pump starts when
demand increases.
• If one pump fails or is taken out for maintenance, the
remaining pump can continue operation.
• The system is supplied complete and pre-set as a ready-
to-install booster package.

Typical Applications
• High-rise buildings and apartment blocks
• Commercial complexes and office parks
• Residential water supply systems
• Industrial facilities
• Agricultural and irrigation booster systems


